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GOMINIGO Third Brake Light Pulsar Kit 
Mini Cooper Installation Instructions 

 
This kit allows the owner of any MINI Cooper or Cooper S to create a blinking 
effect from the third brake light assembly.  The MINI Cooper being hit from the 
rear is the fear of all MINI owners.  The kit places a small circuit board assembly 
into the wires that feed the power and ground to the LED third brake light.  This 
assembly creates a four blink pulsar to the LED third brake light.  This blinking 
effect alerts cars behind that you are braking, and after the four blinks, it remains 
solid.  When the brake is released and pressed again, the cycle starts over without 
any delay.  
 
(WARNING: This assembly is designed for LED lights only.  This assembly 
will not work  on normal incandescent third brake lights.) 

 
The GOMINIGO Third Brake Light Pulsar Kit contains:  
 

Third Brake Light Pulsar Assembly  Installation Instructions 
 

Tools required for installation: 
 

T20 Torx Tip Screw Driver Wire Strippers 
Wire Cutters Small Straight Slot Screwdriver 

 
Installation Instructions for the Cooper and the S: 
 
1. Open the rear boot hatch to obtain access to the 

screws holding the third brake light.  The screws are 
located on the top portion of the hatch and on center 
(indicated with the arrows).  The light is held in with 
three T20 Torx screws, as shown to the right. Loosen 
the three screws leaving them in the light, when all 
screws are loose use the Torx Driver and push on 
each screw to pop the light from the body of the car. 
Remove the three screws.  When the screws are 
removed gently close the boot, do not slam it, as this 
will cause the light to pop out. 

 
2. With the hatch in the down position, gently take the 

light out of the rear hatch.  You will find the wires 
you need attached to the light on your right hand side.  
The light has a white connector which is connected to 
the light and a black connector which is connected to 
the wiring harness of the car.  Disconnect the light 
from the car at the black connector. At this point the 
light will be free from the car.   
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3. For 2006 and earlier MC, remove the two black plastic caps on the outside edge 
of the underside of the deck lid.  When the caps are removed, remove the 10mm 
nuts that secure the spoiler to the hatch.  (Note: The spoiler will not come off as it 
is glued on the MC also.) With the nuts removed have an assistant gently push up 
on the outside edge of the spoiler.  This will allow the light to slide out between 
the spoiler and the deck lid. 
 

4. With the light assembly 
out, the back of the light 
will look like the photo on 
the right.  Note that the 
wire assembly with the 
black connector is loose. 
The wire colors may be different than stated here, the wires need to be the 
positive and negative and it will be marked on the circuit board. 

 
5. This step is not required but makes working with the wires easier. Gently remove 

the white wire from the light. (Wire removal is not possible on 2006 and later 
MINIs as the wires are attached to directly to the circuit board.) There is a small 
tab holding the white connector to the light.  When removing it, hold the LED 
light assembly securely as not to break the assembly.   
 

6. Cut the red and black wires in the center of the small wiring harness and strip 
each of the four wires approximately 1/8” to expose the wire.  Remove the Third 
Brake Light Pulsar Assembly from the bag and loosen the four screws with the 
small straight slot screwdriver.  With the wire exposed insert the wires into the 
assembly as show below and tighten each screw. Your pulsar has tags on each 
terminal indicating wire location and connection to harness and light. 

 
 

 
 

7. If you removed the white wire completely from the light assembly, reconnect it at 
this time.  

 
8. Reinstall the LED light assembly into the hatch, in the reverse procedure of the 

removal and insert the 3 screws and tighten them. 
 

9. Turn on the car, depress the brake and make sure the GOMINIGO Third Brake 
Light Pulsar is working properly.   
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Installation Instructions for the Cabrio (all years): 
 
Tools required for installation: 
 

10mm Wrench (Stubby preferred)  Wire Strippers 
Wire Cutters Small Straight Slot Screwdriver 

 
1. Remove the drivers side rear tail light.  This is done by 

positioning the top in the upper access position  
 (Photo 1), then by removing the tail light access cover. 
 Inside the access cover you will find a 10mm nut 
 (Photo 2).  Remove the retaining nut and release the 
 tabs holding the light which can be felt on 
 the outside edge of the light assembly. Disconnect the 
 electrical plug to light and place light in a safe location. 
 
 
2.  With the light removed, look to the forward part of the 

light opening, you will find a wiring harness running on 
top of or next to the power roof control assembly 
(Photo 3). Follow this harness towards the back of the 
MINI and you find that it contains a thick black wire, a 
thick brown wire, a thin brown wire and a thin black 
with yellow stripe wire.  The 3rd brake light utilizes the 
thin brown and black with yellow stripe wires. 

 
 

 
3. Cut the cover of the harness back to expose enough of 

the wires and cut the thin brown and black with yellow 
stripe wires, then strip the wires back 1/8”. The black 
with yellow stripe wire connects to the (+) connector 
and the brown wire connects to the (-) connector.  With 
the writing on the pulsar towards you, so you can read 
the name, the harness is connected to the right side and 
the wiring to light is connected to the left (Photo 4). 

 
 
 
 
 
 
 
 
 
 

1 

2 
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4. After connecting the wires remove the 

protective tape from the double back 
tape and affix the assembly to the wheel 
well.  Reinstall the taillight; make sure 
you connect the electrical plug to the tail 
light assembly. 

 
5. Turn on the car, depress the brake and 

make sure the GOMINIGO Third Brake 
Light Pulsar is working properly.   

 
Congratulations! – You have just made your MINI safer with the: 

 

GOMINIGO Third Brake Light Pulsar Kit 
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GOMINIGO Third Brake Light Pulsar Kit 
2007 MINI Cooper Installation Instructions 

 
This kit allows the owner of the 2007 MINI Cooper with an LED third 
brake light to create a blinking effect from the third brake light assembly.  
The kit places a small circuit board assembly into the wires that feed the 
power and ground to the LED third brake light.  This assembly creates a 
four blink pulsar to the LED third brake light.  This blinking effect alerts 
cars behind that you are braking, and after the four blinks, it remains solid.  
When the brake is released and pressed again, the cycle starts over without 
any delay.  
 
(WARNING: This assembly is designed for LED lights only.  This 
assembly will not work on normal incandescent third brake lights.) 

 
The GOMINIGO Third Brake Light Pulsar Kit contains:  
 

Third Brake Light Pulsar Assembly  Installation Instructions 
 

Tools required for installation: 
 

 Wire Strippers 
Wire Cutters Small Straight Slot Screwdriver 

 
(All photos provided by Mike Haro) 

 
Installation Instructions:  
 

1. Gain access to the third brake light by 
removing  the trim housing located inside the 
rear hatch.  The trim piece is installed with 
retainer clips.  You should be able to remove it 
from  your deck lid with normal hand tools. 

 
2. With the trim piece removed locate the wires 

that are attached from the vehicle to the light.  
Disconnect light from the wires. The photos to 
the right show the location of the wires and the 
light inside the trim panel.  

 
3. Unplug the wire from the light and remove the 

harness from the clips to allow you to work. 
Place light trim panel in the car for safety. 
Remove the black wrap from the wiring 
harness to expose the wires.   
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4. Measure about 2” back from the connector and cut the 

power wire (yellow w/stripe) and ground wire (brown) 
in the small wiring harness leading to the light and strip 
each of the four wires approximately 1/8” to expose the 
wire.  Remove the Third Brake Light Pulsar assembly 
from the bag and loosen the four screws with the small 
straight slot screwdriver.  With the wire exposed insert 
the wires into the assembly as shown below and tighten 
each screw.  With the writing towards the bottom, insert 
the wires from the harness on the right side and the 
wires to the light on the left side. The power wire is 
inserted in the bottom connector and the ground wire is 
inserted in the top. 

 
 
 
 
 
 

5. With the wires connected insert the plug back into the 
light and insert pulsar into the panel next to the light, as 
show in the picture to the right. Reinsert the harness 
into the wire clips. 
 

6. Turn on the car, depress the brake and make sure the 
GOMINIGO Third Brake Light Pulsar is working 
properly.   

 
7. Reinstall the trim panel onto the hatch in the reverse 

procedure of the removal. Ensure the clips hold in the 
hatch. 

 
 
 
 
 
 
 

 

Congratulations! – You have just made your 2007 MINI safer with the: 
 

GOMINIGO Third Brake Light Pulsar Kit  
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GOMINIGO Third Brake Light Pulsar Kit 

 
Generic Installation Instructions 

 
This kit allows the owner of the any vehicle with an LED third brake light to 
create a blinking effect from the third brake light assembly.  The kit places a small 
circuit board assembly into the wires that feed the power and ground to the LED 
third brake light.  This assembly creates a four blink pulsar to the LED third 
brake light.  This blinking effect alerts cars behind that you are braking, and after 
the four blinks, it remains solid.  When the brake is released and pressed again, 
the cycle starts over without any delay.  
 
(WARNING: This assembly is designed for LED lights only.  This assembly 
will not work  on normal incandescent third brake lights.) 

 
The GOMINIGO Third Brake Light Pulsar Kit contains:  
 

Third Brake Light Pulsar Assembly  Installation Instructions 
 

Tools required for installation: 
 

Tools required for 3rd Brake Light Removal Wire Strippers 
Wire Cutters Small Straight Slot Screwdriver 

 
Installation Instructions:  
 

1. Gain access to the third brake light.  You should be able to remove it from its 
housing or your deck lid with normal hand tools. 

 
2. With the light removed locate the 

wires that are attached from the 
vehicle to the light.  If you can 
disconnect light from the wires it is 
best to remove the light to prevent 
damage. The photo to the right is 
the location of the wires and the 
light inside of a trim panel. 

 
3. Unplug the wire from the light and 

remove the harness from the clips 
to allow you to work.  Cut the 
power wire and ground wire in the small wiring harness leading to the light and 
strip each of the four wires approximately 1/8” to expose the wire.  Remove the 
Third Brake Light Pulsar Assembly from the bag and loosen the four screws with 
the small straight slot screwdriver.  With the wire exposed insert the wires into the 
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assembly as show below(harness and light side are labeled on the pulsar) and 
tighten each screw. Your pulsar has tags on each terminal indicating wire location 
and connection to harness and light.  With the writing towards the bottom, insert 
the wires from the harness on the right side and the wires to the light on the left 
side. The power wire is inserted in the bottom connector and the ground wire is 
inserted in the top. 

 
 
 
 
 
 

4. Turn on the car, depress the brake and make sure the GOMINIGO Third Brake 
Light Pulsar is working properly.   

 
5. Position the Pulsar near the light or inside the light housing and secure it with the 

double sided tape to the trim panel.  Reinstall removed items onto the vehicle in 
the reverse procedure of the removal. 

 

Congratulations! – You have just made your vehicle safer with the: 
 

GOMINIGO Third Brake Light Pulsar Kit 
 
 


